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Date

Ly Jan L9

10 Jan L9

11 Jan L9

12 Jan L9

Maintenance work to be performed:

50X1-HUM

Hemarks:

3

L

Pre-flight inspection

Test the lead-in to the interior antenna of the
instrument Ci-3

Check the functioning of the CRWY device and of the
radio set, simultaneously test the ...... and also
the ...... (words cannot be identified), the BM/[
instrument, and the batteries

Pre-flight inspectioh

prepare the aircraft for take off

Post-{light inspection

Clean the BK-31 limit switches of the landing gear
retracting mechanism

Pre-flight inspection

Prepare the aircraft for take off

Post-flight inspection

Clean the BK-L1 limit switches of the landlng

gear retracting mechanism

Fina and repair the defect in the current line of
the radio set .

Clean the soot and dust from collector of the PY-11
and YC-1 transformers with gasoline

Fasten the connection of the current lead to the
ATTFL artificial horizon

Tighten the bolts holding the T322 dynamos of the
left engine

Completed

Completed,

Completed

Completed
Completed
Completed

Completed
Comple ted
Completed
Completed

Completed

Completed

Completed

Completed

Completed

Tighten the bolts holding the Mamortisator" (probably

interference protection device) at the PC-~1000
generator of the right engine

Note the numbers of the instruments and the gene-
rators of the special equipment

Replace the indication lights for the left shock
absorber leg

Check the functioning of the PCTH-dMe radio set
Replace the oxygen indicator WK-12 for the aerial
gunner and radio operator

Make 2 cover for the flexible cable of the rota-
tion counter T3 =22........ (word cannot be identi-
fied) of the left engine

Fit "durit" to the capillary tube of the oil
pressure gauge of the left engine

Dismantle the oil lines to the oil pressure gauge
of the right eng ne

Clan the collectors of the electric engines of

the AT -1 and YT-1 mechanism

'

Completed
Completed

Completed

Completed

Completed
Completed
Completed

Completed

50X1-HUM
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13 Jan L9

1) Jan L9

18 Jan L9

19 Jan L9

20 Jan L9

5R007700240001-9

3
3 L 50X1-HUM
Attach counter nuts to the bolts on the electric
mechanism ATF1 and YT-1 Completed
Give an oil check to the reduction gear of the
engine Completed
Check the pitot tubes and make a cover for them Completed
Check the valves of the oxygen apparatus Completed
Work on the battery Completed
Prepare, check, and test the function of the alert
instruments Completed
Regulate the operation of the BEK~L1l mechanism for
the extension of the landing gzear (put the aircraft
on the pyramicsl jacks) Completed
Extend and retract the landing gear Completed
. within
liote the numbers and the year of construction 1}5 sec
of the instruments and generators of the special
equipment Completed
Inspect the radio set, the battery, and the
generator with the engines running Completed
Repair the connections of the electric lines at
the left pilot seat Com.leted
Check the condition of the CHA-56 A engines
(collector =nd brushes) Completed
Fre-fligl:it inspection Completed
Post-flight inspection Completed
50X1-HUM
Tighten the nuts holding the generator of the
right engine Completed
Set the gasoline indicator T PN at "0" position Completed
epair the defect in the &l timeter of the navi-
gation officer Completed
Clean the walls of the W3YPW(or WIYPW )
instruments, the right radio Operator's desk,
and the plate of the aerial gunner and radio
operator Completed
Work on the Installation of the clothing store (?) Completed
Dismantle the gyrospopic devices, the altimeter,
and the speedometer and turn them in to WAPLi-L for
inspection Completed
Install the battery box in the cabin of the navi-
tion officer Completed
Inspect and check, the electric lines and the
function of the Cif Y-2¢p device Completed
Check the functioning of the radio set, the
generators, and the BM[ instrument with the engines
running Completed
Find the defect in the stabilizer causing a
dowmwvard incline of the aircraft Completed

Exchange the reduction gear of the motor for the

stabilizer unit (presumcbly tail plene trimming gear)Completed
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25 Jan L9

27 Jan U9

1 Feb L9

L Feb 49

9 Feb 49

10 Feb L9

i
3 N

Checl: the functioning of the landing flaps Uompleted
mnd of the stabilizer unit
Dismantle the altimeter, the speedometer, the

variometer, the vacuummeter, 7 1K-2, Al , Y7, C4 =3, &

. PCB3, dpe, PFEO-10, and YC-l for an 1nspect10n at

TTAPH—h Completed
Dismantle the altimeter, the speedometer, the

variometer, the vacuummeter, LK-2, ATT\ -2, YT, PCB--"V'0,

P KO-10 and YC-1 for an inspection at [APN=l Completed
Install the instruments, PT KO0, the radio set

and check their functioning on the ground Completed
Pre-flight inspection Completed
Prepare the aircraft for take off

Install the radio set and the FPNKO-10 device and

test their operation in comnection with the battery Completed
Install the altimeters, the air speed indicators,

and the variometers Completed
Post-flight inspection Completed
Clean the gasoline cans and check the brushes

of the C=A-56 motors Gompleted
Exchange the base of the oil pressure gauge l"om.pletecl

50X1-HUM

Check the containers KPP-1 and 82-K Completed
Tighten the nuts of the lines to the fuses in

Tpuy (or YPL ) Completed
Check the container PK-32-1000 right Completed
Install "MK-2, A/™7 -1, and Y7 -1 at the instru-

ment board Completed
Install and check the Pq1KO-10 Completed
Check the operation of the generators with the

engines running Completed
Dismantle the instrument board, the course

indicator, and the indicator of the se...s Complet.ed
Check the fuel lines Completed
Set the indicator of the rotation counter Completed
it the connections of the battery 1nfp—2 Completed
Check the fuel cans of the [ C-1000 generators

at the engines Completed
Tighten the haltering of the X' =4716 at the

left engine Completed
Inspect the fuel pumps Completed
Dismantle the J'MK-2, YT7, and the variometer for

an inspection at T?APM—h Completad
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’

1

10 Feb L9

11 Feb L9

12 Feb L9

2, Feb L9

25 7eb 19

2 kar L9

3 lar {9

5 50X1-HUM
3 L

Fix the equipment in the cabin for instrument
flight training Completed
Check on the battery Completed
Fix little frames for the correction cards Completed
Dismantle the batteries, clean the dust from
them and prepare them for charging Completed
Install a bolt holding the pilot!s radio receiver Completed
Exchange the lines for the radio to be operated by
the pilot Completed
Remove the lines from the wall next to the left
pilot's seat Completed
Install indication lights for the operation of the
radio transmitter Completed
Reinstall the instruments after the inspection Completed
Attach correction cards at the instruments Completed
Install the TH mechanism at the left engine Completed
Dismantle the instruments for an inspection at
T1APN=-l Completed
Dismantle the fuel linerp-1 Completed
Check the functions of all "A# aggregates and 50X1-HUM
the collector of the landing retracting motor Completed
Clean the outlet ™Abzug" of the CRA-56 K set Completed
Assemble the YH~-1 unit of the right engine Completed
Attach the lines to the motor frame Completed
Replace the (?) ¥3-L0 indicator Completed
Clean the contacts of the starter coil KI'=L716
at both engines Completed
Check the [€-1000 generator of the left engine Completed
Assemble the connecting pieces for the gyroscopic
instruments and for the oil vaccum meter Completed
Assemble the dynamic and static pressure pipes
connecting the instruments and the cabin of the

Completed
Uismantle the electric control lines of the magneto
and of the landing flaps in the instructor's czbin Completed
Clean the contacts KPP-1 "grid" (?) and KPC-1,
coils in the CasinNg cieee ceeees Completed
Assemble the line to the oil pressure gauge at the
engines Completed
Dismantle the electric lines to the tail plane
trimming gear and of the instrument board lamps Completed
Check on the equipment of the instructors cabin
at DAY Complefed
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. 6
50X1-HUM
1 , 3 ‘ L
19 Lar L Cﬁeck the aircraft, tliespecial electricsl equip~
ment and the fuel lines Completed
22 Kar 149 Exchange the BK-L1 limit switches of the landing
gear extending and retracting mechanism and for both
shock absorber legs Completed
Clean the contacts of the 82-K emergency switches and
the casing of the KPP-1 flaps Completed
Tighten the contacts PK-L and PK-15 Completed
Replace the PK-32-1000 casing Completed
Clean the collectors of the YP-2 mechanism Completed
23 Yar Lo Pre-flight inspection Completed
Prepare the aircraft for take off Completed

Check on the functioning of the 83-K limit switch,
particularly with regard to the timely operation

of the stabilizer Completed
Note the strain and the abrasion results within

a certain period of the units AT-1, YT-1,YT-3,¥C-1,
YP-2,uH-1,r Du~lp FPU-1yand the current con-

saumersg kT-471¢, ‘pCd -3Juc’ yC-1,Ph KO-IO, Completed

./IC-;L, rac-1 50X1-HUM

23 Kar L9 Check on the operation of the rotation counter Completed

2L Kar L9 Post-flight inspection Completed
Repair the electrical equipment Yompleted
Contact the curcult at the engines inside the plane Completed
Attach "durit® to the "kaplomer" or "kappomer®
of the streamline section tube of the oil pressure
gauge at the left engine Completed
Clean the collector of the VP-2 mechanism of the
right engine Completed
Check the slide resistence of the PK=32-1000 Completed
Check the brushes of the collector of the motor
C Ba-564 Completed
Cleann the contacts of the magneto switch BM~-335 Completed

25 Liar 149 Pre-flight inspection . Completed
Check the brushes of the collector of the CBA-LSA
motor Completed
Clean the contacts of the magneto switch BM-335 Completed
Check the slide resistence of the PK-32-1000 Completed
Check the collector of the YP-2 mechanism Completed
Install the static and dynamic pressure lines to ’
the OM-14 control device Completed

, Dismantle the special electric equipment of the

right engine Completed
Fost-flight inspection Completed

28 War L9 Check on the defects at the special electrical
equipment Not Completed
Reattach the electric lines to the engines Not completed

Fit a "Durit serpent" to the capilary tube of the oil

pressure gauge of the right engine not completed
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7
50X1-HUM
1 3 L

Determine the fuel tank capacities Completed

Exchange the AMT-1 unit Completed
29 Mar L9 Pre-flight inspection ' Completed

Prepare the aircraft for take off CUompleted

Post-flight inspection Completed
30 Mar L9 Exchange the fuel gauge of the left engine Completed

Bxchange the vacuum meter of the left engine Completed

Check on the generators at the left engine Completed

Change the static and dynamic pressure pipes in

the pilot'!s cabin GCompleted

Install a lamp indicating the operation of the

transmitter in the pilot's cabin Completed
31 Xar 49 Check the JC-=100 generators Completed

Clean the collector Completed

Clean the contacts of emergency switch 82K, the

1lids of the gasoline tanks, and the contacts of the bat-

tery box Completed

Change the grease on the T2-22 flexible cables Completed
1 Apr L9 Clean the static and dynamic pressure tubes Completed

50X1-HUM

Change the lubrication of the bdl 1 bearings of the

PY-11a and PYK-300A transformers , Completed

Change the upper "amortisator® of the PCG -3- buc

radio

Replace the antenna lead-in to the transmitter Completed
2 Apr L9 Dismantle the transmitter for inspection and clean

fhe contacts of the antenna relays and the relays

of the power generalors ON seeecees Completed

Clean the contacis of the lines to YPuWp (or YPY) at
the right seat and PK-15 and the holders of the

fuses Completed
Check the limit switches to the landing gear,

the landing flaps, the "grids", and the stabilizer Completed

Clean the collectors of the YH~l mechanism Completed
6 Apr L9 MaK€.+eoee.s. LOr the socket supports: Completed
Install an ebonite holder for the antenna of the
-10
PIKO-10 set Completed
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7 apr L9

1)4 Apr 14-9

L ¥ay Lo

10 Lay L9

16 liay L9

16 Vay L9

50X1-HUM
8
3 L
Tighten the lead-in of the oil mressure gauge Completed
Apply anti-friction material to the lines of
10 set Completed
Attach the oxygen tube KN\-3 at the pilotts seat Completed
Attach a capillary tube to the oil pressure gauge
of the right engine Completed
Tighten the capillary tube of the oil pressure
gauge with friction tape Completed
Pre-flight inspection Completed
Prepare the aircraft for take off Completed
Change the AfM-1 set in the instructor's cabin Gompleted
Post-flight inspection Completed
Change the transformer of the radio receiver Completed
Change the blocks (presumably cylinder blocks)
of the left engine and dismantle the special elecs
trical equipment Compieted
Check the battery Completed
Check the fuel lines Completed
50X1-HUM
Pre-flight inspection Completed
Post-flight inspection Completed
Change the electric lines at the right engine Comnlated
Check the working of the generators of the radio
set and the "AY" generator during an engine test Completed
Make an ebonite support for the antenna of the
radio set PCB-3 dhme Comple ted
Clean moisture and dust from the YPtLuq (or YP{) set
dismantle the PK-15 from the right pilot's seat Completed
Check the functioning of the radio set with the
engines running Completed
Check the functioning of the electric landing gear
retracting and extending mechanism Completed
Paint the P7-11A and PYK-300A transformers Completed
Pre~flight inspection Completed
Test the functioning of the radio set with the
engines running Completed
Pre-flight inspection Completed
Post-{light inspection Completed
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1

¥ Lay L9

18 May L9

19 Nay )49

25 Lay L9

1l June 49

15 June L9

16 June 19

9
3

N

50X1-HUM

Pre-flight inspection
Check the fuel lines

Clean the right table &hd the YPu{(orYPY )
Install the ClL-3 device

Change the ('MK-2 instrument for the pilot
Inspection after teh hours flight

Check the working of the radio set with the
engines running, and the functioning of the gyros-
copes, the BM{ instruments and the generators

Change the PNKO-10 plate

ismantle the oxygen apparatus and give it to

N APM-l for inspection
Dismantle the radio sets, i.e. PCB-3buc, 1C-1,
PY-11 4, Prt KO-10, PYK-300 4, etc.
Dismantle instruments and instrument boards at the
pilot's seat and the navigation officer's seat,
and the fuel line system at the right seat (table)

Flight was not

performed
Completed
Completed
Completed
Completed
Completed
Completed
Completed
Completed

Completed

Completed

Install a new flexible cable for the rotation counter

ight engine

Pre-flight inspection

Make the aircraft ready for take off

Hote the numbers, the date of inspection, and
the data produced of the oxygen cylinders
Pre-flight inspection

Pre~flight inspection
¥it the capillary tubing of the oil pressure gauge
at the left engine

Pre-flight inspection
Inspection of tube lamps of the instrument board
1lumination

Check the fuel lires

Rst~Ilight inspection

Fit the gas pedal of the left engine with +....
Dismantle the generators for an inspection of the
brushes, collector, and the position of the valves
Illegible work connected with the left [®C-1000
generator

iizke an antenna support for the §-3 cabin

Check the oxygen masks and hoses and clean them
fron dust anc verdigris

Completed

Completed
Completed

Completed
Completed

Completed
Completed
Completed

Completed

Completed

Completed
Completed

Completed
Completed

Completed

Completed

50X1-HUM
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1

15 June 1,9

20 June L9

22 June L9

23 June L9

2y June 19

28 June L9

50X1-HUM

10
) 3 b
Install the dynamo and the flexible cable of
the T3-22 rotation counter of the left engine Completed
Checiz the "wietallization® at the fuselage, wings,
landing gear, engine, and gas pedals, Completed
Pre-ilight inspection Completed
Fasten the indicator hand of the pressure gage
to the axle and set it at "o . Completed
AEemOVe eseee.s from the transformer brushes of
the receiver Completed
Prepare the aircraft for itcke off Completed
Post~-flight inspection Completed
Check the limit switch of the landing gear, BM-33L,
the ending, CBA-56A, and YW-2 Completed
Check the functioning of the electrical landing .
gear retracting mechianism Completed
Post flight inspection Completed
)Pre-flight inspection Completed
)Prepare the aircraft for take off Completed
Tighten the haltering device of the KMW-LT716 starter
coil Completed
Clean the right desk and YPy (or YPY) Completed
Inspection of elecgrical and radio equipment after
ten hours flight Completed
Clean soot from the collector of the transformers,
check the brushes and lubrication Completed
Pre-ilight inspection Flight was not
, prformed
Inspection of gemerator fC-1000 with regard to
lubrication, condition of the brushes, of the
collecyor, the box, etc, Comnleted

Inspect the "metdl lization" at the elevator assembly,

50X1-HUM

the lancing gear, the gas pedals, and on the engines Completed

Check the lines to the capillary tube of the oil
pressure gauge

‘urn in the radio tubes to fJAPM-l for inspection
Pre-flight inspection
Prepare the aircraft for take off

Inspection of fuel lines

Fost flight inspection

Completec
Completed

Campleted

Completed

Completed

Completed
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1

28 June L9

20 June L9

29 June L9

1
3

Tighten BK-lly for the retraction of the left

leg of the landing gear

Tighten the haltering device of the starter coil
Kp -L716

Assemble the lines to the left engine

Tighten the haltering device of the oil pressure
gauges at both engines

Replace two Jf-8 (?) brushes of the [*C~1000 peaera-
tor of the right engine and tighten the rings
Tighten the haltering devices of the socket, the
dynamo, the T3-22 rotation counter of the left wing
Replace the volt anode of the voltamperemeter of

" the radho set

Tighten the nut of the power switch of the radio

set

Repair the scale of the oil thermometer of the

right engine )

Attach the supply tube 4o the gyroscope

Attach the capillary tube of the oil pressure

gauge to the right engine nacelle

Tighten the BK-L1 for the extending of the "grid"?

Tighten the generator switches

E?sten the haltering devices of lids of the ¢kl and
-3 sets

Fasten the halterifg devices of the YT-1 and ARf-1
mechanism .

Fre-flight inspection
Open the durit ...... for the ventilation of
F'MK-2 in the instructor's cabin

Prepare the aircraft for take off
Replace the insulation of cable duct PrKO-10

Replace the bolts in the haltering device of the YH-1 Completed

unit

Install the dynamo and the flexible cable of the

T3-22 of the right engine

Revlace the resistence of the oil thermometer at
the left engine

Post flight inspection

Tighten the nuts at the pipes of the lead-ins to

the fuel indicator

Tighten the haltering devices and inspect the limit
switeéh BK-L1l of the tail wheel

Clean the contacts at the containers KPP-1 of the
stabilizer and of the KBP-1 set

Check on the "metallization® of the drawing line
for the elevator and rudder assemblies

Completed

Completed
Completed

Completed
Completed
Completed
Completed
Completed

Completed
Completed

Completed
Completed
Completed

Completed

50X1-HUM

50X1-HUM

Completed
Completed
Completed

Completed
Completed

Completed

Completed
Completed

Completed

Completed
Completed

Completed
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50X1-HUM
12
1 3 L
30 June L9
Pre~f1ight inspection Completed
Tighten the BK-4l of the stabilizor and the
BK-l41 of the flaps Completed
Tighten the haltering device of the IPW{ or fPY
motor operating the landing flaps Completed
Tighten the springs of the antenna at the CL-3 set  Completed
Tighten the holding device of the Al-1 and YT-1 sets Completed
Inspect the collectors, the brushes, and the box of
the [‘C—lOOO generator of the right engine Completed
Install the "metallization" on the oil tanks of
the ripght engine Completed
Install a starter coil KfW-L716 at the right engine Completed
Lh=July L9 Clean the contacts of the KPP-1l containers and of S0X1-HUM
the landing flaps Completed
Clean the collector of the CY-3 transformer Completed
Clean the BK-Ul mechanism for the retracting of the ,
landing gear Vompleted
5 July L9 Inspect the functioning of the electric extending
and retracting mechanism of the landing gear Completed
Clean the collector of the CBA-56 engine and check the brushes
Completed
Replace the clock AYKO Completed
Replace the wires for the remote control of the
radio set Completed
Check the speedometer Completed
Tiphten the haltering device of the engine CBA-56 Completed
(5) (o)
’—‘ 50X1-HUM
Comments.

(2) This ground unit is probably assigned to one of the bomber regiments of the 8th Gds
Bmr Div located in Strashof,

(3) This belief is supported by

e Iact tnat arver <4 February 19yuy, only dismantling work was performed on 50X1-HUM
this aircraft. The p oduction numbers do not indicate the year of construction
nor the manufacturing plants, The Pe-2s are erroneously designated Po~2 in the
note book,

(L) as the attached document was translated into foreign languages twice, the correct-
nes of the translation eannot be warranted, and another check would be recommended,
using the original documents. For original documents, see Annex,

(5) The following instruments and devices were identified from the note books:

On the engine: {€-1000 one generator at each engine
PK-32-100 Slide resistence
CJ;]\-SéA One starter engine for each inertia starter
BR-56K Coupling fitting for staeter engine
22 Electric rotation counter
KT1-4716  The inertia for each engine with resistence eéil
One transformer for each magneto
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Lo 50X1-HUM
’ 13
Mirframe: , .
BK-L1 Landing gear limit switch., The same designation
is being used for the limit switches of the tdll
wheel, landing flaps, end tail plane trimming gear,
and simultaneously for the extension mechanism of
the dive brakes.
83-K Tail plane trimming gear, if referred to as a
‘ separate unit.
rPuvP )

rey-v \\) lotas for operating the landing flaps

KPP~1 "grid" Control motor for the dive brakes

KPC-1 Control motor for the bomb doors,

YC~-L0 Transformer indicator

Pl ) Rudder trimming mechanism. It cannot be determined
Px-15) . which part of the mecheanism is concerned.

Control eguipment in the cockpit:

BM=335 Ignition switch
82K Short circuit switch
2 Accumulator
UK=-12 Oxygen indicator
Kn -3 Oxygen line
YPW or YP{ Fuel switch with pump mechanism
r p-1 el gauge

Radio equipments
PCB-3dnc Radio transmitter

YC-1 Radio receiver

RK0-10 Radio compass

ATWN-1 Artiricial horizon

ATN-2 Variometer

Cli-3 Intercommmication radio

cry2 Radio telephone system

fuK-2 Presumably gyroscopic compass. 7The instrument is

, believed to be fitted with an air-driven gyroscope.
¥T-1, YT-3
-1, AM-1 Indicators of ithe FMK-2 set.

PY-lla
PYK-300 Transformers of the [ MK-2 set
onbB-1 Presumably an improved model of the 9ff6-1 and O>-la non-

antomatic bomb sight without stability, which was used
during the war

(&) The purpose of the YP-2 instrument camnot be determined. This set is fitted .
with a collector and is mentioned for both engines. The devices aN(~1
and 3Gl current consumers are also unknown.
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